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H201-K-FRAME

Compatible with the following XY stages

ﬂ ASI: all models, including z -piezo

ﬂ Leica: all models with 160x110 opening
Ludl: all models with 160x110 opening
Marzhauser: all models

Olympus: all models with 160x110 opening

Prior H107
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Zeiss: all models with 160x110 opening

Compatible with the following Okolab

=
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CO2UNIT-BL
CO2UNIT-BL-CP2
CO202-UNIT-BL-CP2
O2-UNIT-BL [1-20]
CO202-UNIT-BL [0-10;1-18]
CO202-UNIT-BL [0-20;1-95]
CO202-UNIT-BL [0-10;0-1]
2GREMIXER
3GRMIXERHYPOXIA

3GFMIXERHYPEROXIA

gas modules
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1. Canponentsand dimensions
H201-K-FRAMENcludes the following components :

T[ Chamber main body
T[ Sliding glass lid for easy pipetting

T[ Chamber riser . It is a removable frame increasing the height of the ch amber from 24 to 30 mm, often re-
quired when using multi -well (MW) plates

Sliding Lid

Distance between focal plane
and upper side of the glass
lid with the chamber riser

Distance between focal plane
and upper side of the glass
lid without the chamber riser

200.85

Chamber Riser /

109.70

Chamber top view

Chamber Base

Figure 1. H201-K-FRAME Components and Dimensions.

2. AvailableSampleHolders

The following sample holders are available.

NOTE: Please contact info@oko-lab.com if you cannot find the sample holder you are looking for. We are constantly

adding new inserts to the list.

#1 35mm Petri-dish

#1 1x3in. chamber slide

#1 Lab-Tek lin.x2in. chambered cover glass
#1 Lab-Tek Il 1in.x2in. chambered cover glass
#1 60mm Petri-dish

#1 Nunc and Greiner T25 flask

#2 35mm Petri-dish

#2 1x3in. chamber slides

#2 Lab-Tek 1in.x2in. chambered cover glass
#2 Lab-Tek Il 1in.x2in. chambered cover glass
#2 60mm Petri-dish
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#4 35mm Petri-dish

#1 1x3in. chamber slide and #2 35mm Petri-dish

#1 Lab-Tek 1lin.x2in. chambered cover glass and #2 35mm Petri-dish
#1 Lab-Tek Il 1in.x2in. chambered cover glass and #2 35mmPetri-dish
#1 Lab-Tek 1in.x2in. chambered cover glass and #1 60mm Petri-dish
#1 Lab-Tek Il 1in.x2in. chambered cover glass and #1 60mm Petri-dish
#1 1x3in. chamber slide and #1 60mm Petri-dish

#1 60mm Petri-dish and #1 35mm Petri-dish

Multiwell plates holder

DO

For #1 1”x3"chamber slide and For #4 35 mm For #2 60 mm For #1 60mm petri dish and For #1 60 mm For #1 Lab-Tek 1”x2”chambered
#2 35mm petri dishes petri dishes petri dishes #1 1”x3”chamber slide petri dish cover glass and #1 60mm petri
dish
For #1 35 mm For #2 35 mm petri dishes and For #1 1"x3" For #2 1"x3” For #1 1”x3”chamber slide For #1 Lab-Tek
petri dish #1 60mm petri dish chamber slide chamber slides and #2 Lab-Tek 1”x2” 1”x2”chambered
chambered cover glass . gover glass
For #1 Lab-Tek 1"x2" For #1 Lab-Tek 1"x2" For #1 Lab-Tek 17x2” For #2 Lab-Tek For #1 Lab-Tek Il For #2 Lab-Tek
Chambered cover glass Chambered cover glass Chambered cover glass 1”x2”chambered 1”x2”chambered cover glass 1”x2”chambered cover glass
and #2 35mm petri dishes and #1 60mm petri dish cover glass and #2 35mm petri dishes

Multiwell plates holder

Figure 2.Available sample holders.

The following heated glass Lids are available for H201-K-FRAME:
H201-SLIDINGLID: For easy sample loading and pipetting dIncluded in code H2 01-K-FRAME
H201-KOEHLERLID*: Reduces chamber height to 21 mm and allows imaging under Koehler illumination

H201-INJECTIONLID*: Glass lid with two small openings (sealed with flexible plastic) allowing injection or
permanent access to the sample. Compatible only with sample holder 1x35

H201-LASERINTERLOCKLID*: Glass lid with safety switch. Connects to laser controller and automati cally
turns laser off when lid is lifted. ~Compatible only with sample holder 1x35

* OPTIONALS not included with H2 01-K-FRAME
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3.1 Sliding lid

The Sliding Lid is a glass lid allowing for easy sample loading and pipetting. The Sliding Lid is screwed onto the cham-
ber.

Figure 3 shows chamber dimensions with the Sliding Lid (with and without chamber riser).  Figure 4 illustrates how to

remove Sliding Lid, whe n a different Lid is necessary.

NOTE: Sliding Lid MUST BE REMOVED when using any other Lid. The Sliding Lid is fixed onto the chamber with 4

screws. Screws location is indicated by letter A in Figure 4 (image 2 and 3). Keep Sliding Lid fully closed to access

screws labeled A in image 2. Open Sliding Lid to access screws labeled A in image 3.

Sliding Lid

Distance between focal plane
and upper side of the glass
lid with the chamber riser

Distance between focal plane
and upper side of the glass
lid without the chamber riser

200.85

109.70

Chamber top view

Figure 3. H201-K-FRAME (Sliding Lid comes as standard)

Sliding Lid

Figure 4. Assembly of the sliding lid
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The Koehler Lid is a glass lid reducingt he ¢ hamb e r & smmhaad alipWitg intaging Britler Koehler illumination.
The Koehler Lid is placed onto the chamber (NO SCREWS or TOOLS are necessary).

Figure 5 shows chamber dimensions with Koehler lid (with and without chamber riser).

focal plane

focal plane
bf the glass
amber riser

109.70

Figure 5.H201-K-FRAME + HQ1-KOEHLER.ID

The Injection Lid is a glass lid with two small openings sealed with flexible plastic allowing injection or permanent
access to the sample. NOTE: Compatible with sample holder 1x35 ONLY. The Injection Lid is placed onto the chamber
(NO SCREWS or TOOLS are necessary).

Figure 6 shows chamber dimensions with the Injection Lid (with and without chamber riser)
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